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More convenience of operation
by an integrated electric motor.

Special security by the reliable
sun and wind detector with
automatic control.

VARISOL offers a wide
range of up-todate and
highquality awning
fabrics.

Select from 100 fabric
designs and find the
appropriate design for
the house and garden
furniture. Whichever
design you may select,
all provide weathering
resistance, and are
sunfast.

A special impregnation
provides additional

The awning frames are available in white
(RAL 9016), dark brown (RAL 8022) or silver
(RAL 9006) with plastic coating as a standard.

In addition, an
almost un-
limited colour
selection is
available on
request.

Coating of all
RAL colours is
possible for an extra charge.

protection. For an extra charge you can purchase
a matching removable fabric valance.           



Easy adjustment on the
installation brackets allows the
drop pitch of the VARISOL K250
to be easily adapted to the

situation in the installation
location. The possible maximum
pitch angle is 45°.

The fixed arm bearings as well
as the stable articulated arms with
their drop-forged joint are further
VARISOL K 250 quality features.

All fittings of the awning are made
of aluminium. The surfaces are
powder-coated and therefore
resistant to impacts and scratches.

The VARISOL quality approach:
technical know-how -  always state
of the art and the use of high-quality
material, making the purchase of an
awning a profitable long-term
investment.

The VARISOL K 250 uniquely combines
advanced design with perfect
technology. The beautifully shaped
awning cassette consists of two 2
mm thick extruded aluminium profiles
with side caps of cast aluminium.

In its retracted position the awning
is closed by the rounded front rail
and thus optimally protects the awning
fabric and the mechanical system
from water and dirt. Plastic glides on
the front rail allow the awning to be
closed at low noise.

A hollow chamber in the bottom
profile is designed for stabilizing the

awning cassette
w h i l e  t h e
awning is
extended.

In connection with a roller
tube of a thickness of up
to 85 mm the sturdy
awning cassette allows a
maximum awning width
of 6.50 m.

The awning is operated by a smooth-
running and sturdy bevel gear. As an
accessory, a tube motor with electronic
torque deactivation is integrated into
the fabric shaft, ensuring that the
VARISOL K250 can be closed
optimally so that there is no gap
between the awning cassette and the
front rail to prevent rain water from
entering.

Sizes available:
● Widths of 1.71m up to a maximum

of 6.50 m with a single-piece frame
● Widths up to 12.00 m with a

coupled awning frame and a slot
covering

● Projections of 1.50 m, 2.00 m, 
2.50 m, 3.00 m, 3.50 m and
4.00 m

Fixed arm bearing of
extruded aluminium profile

articulation arm with reinforced chain,
all parts of the joint drop forged for

maximum strength

Front rail with
plastic glides and
integrated gutter

VARISOL K250 wall mounting
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VARISOL K250 rafter mounting
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VARISOL K250 ceiling mounting
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