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As of 02/2005, technical modifications reserved.

G150 special design with VARIO valance K300 special design with VARIO valance

■ = standard                   ● = surcharge                    -   = not available

Type/Name

Min. width (mm)

Max. width (one-part) (mm)

Max. projection (mm)

Coupling (mm), only with
motor drive

Fabric cover of G100
special collection (9 designs)

Fabric cover of VARISOL
full collection (over100
designs)

Awning frame white
(RAL 9016) or dark-brown
(RAL 8022) coated

Awning frame silver
(RAL 9006) coated

Awning frame, anodised
silver (grey fittings)

Awning frame coated in
special RAL colour

Rain hood

Semi-cassette section

Closed
awning cassette

Removable valance

VARIO valance
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K300
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F301
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5000

3000
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3 x 3000

■

■

■

■

-

●

-

-

■

-

-

K250

1700

6500

4000
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❑ Perfect technology and high
functionality through the use of
top-quality components

❑ Square bar 40x40 mm
❑ Elegant and strong front rail of

aluminium with integrated water
drip

❑ Aluminium articulated arms with
internal springs and reinforced
chain, all parts of the joint drop
forged for maximum strength   

❑ Bottom-hinged arm bearing with
safety device

❑ Fabric cover of brand name acrylic
in 100 attractive designs        

❑ Pitch adjustment from 0-45
degrees in arm bearing.

❑ Can be fastened to a wall, ceiling
or rafters.

❑ Smooth-running and sturdy bevel
gear, 4.4:1 gear reduction      

Special design with VARIO valance
❑ A roll-out valance offers additional

protection when the sun is low

Optional extras
❑ Rain hood of aluminium
❑ 230 V tube motor, RC motor also

possible
❑ Awning frame coated in special

RAL colours

❑ A lot of performance for a little
money

❑ Sturdy technology for a long
service life

❑ Square bar 40x40 mm
❑ Strong aluminium front rail     
❑ Aluminium articulated arms with

internal springs and twin cables,
upper part of joint drop forged

❑ Fabric cover of brand name acrylic
in 9 attractive designs

❑ Pitch adjustment from 0-40
degrees in arm bearing.

❑ Can be fastened to a wall, ceiling
or rafters.

❑ Smooth-running and sturdy worm
gear, 7:1 gear reduction

Special design X-TRA
❑ More projection than width

possible through overlapping
articulated arms

Optional extras
❑ Rain hood of aluminium
❑ 230 V tube motor, RC motor also

possible
❑ Fabric design from the extensive

VARISOL collection 

❑ The combination of time-tested
technology and modern design

❑ Round awning profile, drawn
down at the back to cover the roll
of fabric

❑ The articulated arms are covered
at the front by the large, rounded
front rail

❑ The sides of the semi-cassette are
sealed by elegant aluminium side
caps

❑ Square bar 40 x 40 mm       
❑ Aluminium articulated arms with

internal springs and reinforced
chain, all parts of the joint drop
forged for maximum strength    

❑ Bottom-hinged arm bearing with
safety device

❑ Fabric cover of brand name acrylic
in 100 attractive designs       

❑ Pitch adjustment from 0-40
degrees in arm bearing.

❑ Can be fastened to a wall, ceiling
or rafters.

❑ Smooth-running and sturdy bevel
gear, 4.4:1 gear reduction       

Optional extras
❑ 230 V tube motor, RC motor also

possible
❑ Awning frame coated in special

RAL colours

❑ Canopy awning as sun protection for
shop window’s

❑ Reliable protection for customers and
visitors against snow and rain      

❑ A variety of different awning shapes
possible as special designs      

❑ Specifications from the building owner
or architect can be taken unto account

❑ The basket awning becomes an eye-
catcher with a high advertising effect
in combination with matching lettering

❑ Logos or lettering can be attached
acc. to specifications

❑ Rigid awning frame of silver anodised
aluminium sections

❑ Standard covering of wetlook film

Optional extras
❑ Foldaway awnings frame, operated

by pull tape, gear or motor driven
❑ Awning frame coated in special RAL

colour
❑ Covering of PVC or acrylic fabric
❑ Lettering

Available sizes
❑ Widths from 0.50 m, to 6.00 m
❑ Projections from 0.40 m to 2.00 m

(baldachin with legs on request)

B301 Quarter circle
all hoops with same corner radius

B302 Quarter circle, stepped
all hoops with same corner radius

B303 Vertical convex*

B304 Vertical concav*

B305 Quarter circle*
wall hoop angular,

(other archs with a larger corner radius*)

*  = A surcharge as shown in the current price lists will
   be charged for these shapes
** = Price on request

B307 Oval*

B308  Quarter circle,
centre hoop curved*

B309 Semi-circular*

B310 Pent roof*

B311 Baldachin**

B306 Quarter circle, stepped*
wall hoop angular,

(other archs with a larger corner radius*)

Available sizes and designs see on the last page






